
Produt Name: PD001_60kg
ID:                   001

Stable Zero In Out Hold AZero

Product ReportsSetup

Accepted: Reject: Total:100 98

60.000

2021-02-02  09:24

Zero Users

Std.Dev:198

kg

Running

Admin

55ppm

2.5g

Start

Avg：59.996kg

-10g

Mix：59.982kg

+10g

Max：60.016kg

60.000kg

USBOK

OVER

OK

Under

min

0.1-60



Standard specification 

Model

Weighing range

Scale division 

Highest Accuracy(3σ) *

Highest Weighing speed *

Belt speed

Belt size

Weighing platform Height **

Tested object size

Structure of the material

Alarm light

Display size

Rejector lineup

Power

operating temperature

IP grade

CW-60K

0.1~60Kg

5g

± 5 g

60pcs/min

10~60m/min

1000/1200×600mm

400~750mm（±50mm）

Length:100~800/1000mm   Width: 50~600mm  Height: 50~600mm

Carbon steel, SS304 stainless steel (weighing platform)

3-color signal light（ ），Optional buzzerRed, yellow, green

10-inch color touch screen

optional

0~40℃

IP30

* Depend on the weight, size, and material of test object. Test accuracy: 5g at 30pcs/min; 10g at 60pcs/min.


